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City of Murfreesboro
Construction Board of Adjustments & Appeals

Agenda
Tuesday, August 23, 2022

Call to order

Roll Call
Review & Approve Minutes
January 25, 2022

Appeal of a Decision, Determination, Order or Notice of the Building Official
Applicant: CWC Partnership

2018 IBC Ch 29 - 2502.3.3 Requires that toilet facilities shall be located so that the maximum
travel distance does not exceed 500 feet.

Staff Reports

Other Business



PLUMBING SYSTEMS

required plumbing fixtures for a building or tenant space.
Single-user toilet facilities and bathing rooms, and family
or assisted-use toilet rooms and bathing rooms shall be
identified for use by either sex.

[P] 2902.1.3 Lavatory distribution. Where two or more
toilet rooms are provided for each sex, the required num-
ber of lavatories shall be distributed proportionately to the
required number of water closets.

[P] 2902.2 Separate facilities. Where plumbing fixtures are
required, separate facilities shall be provided for each sex.

Exceptions:

1. Separate facilities shall not be required for dwelling
units and sleeping units.

2. Separate facilities shall not be required in structures
or tenant spaces with a total occupant load, includ-
ing both employees and customers, of 15 or fewer.

3. Separate facilities shall not be required in mercantile
occupancies in which the maximum occupant load is
100 or fewer.

occupancies in which the maximum occupant load is

4, Separate facilities shall not be required in business
25 or fewer.

[P] 2902.2.1 Family or assisted-use toilet facilities serv-
ing as separate facilities. Where a building or tenant
space requires a separate toilet facility for each sex and
each toilet facility is required to have only one water
closet, two family or assisted-use toilet facilities shall be
permitted to serve as the required separate facilities. Fam-
ily or assisted-use toilet facilities shall not be required to
be identified for exclusive use by either sex as required by
Section 2902.4.

[P] 2902.3 Employee and public toilet facilities. For struc-
tures and tenant spaces intended for public utilization, cus-
tomers, patrons and visitors shall be provided with public
toilet facilities. Employees associated with structures and
tenant spaces shall be provided with toilet facilities. The
number of plumbing fixtures located within the required toi-
let facilities shall be provided in accordance with Section
2902 for all users. Employee toilet facilities shall be either
separate or combined employee and public toilet facilities.

Exception: Public toilet facilities shall not be required for:

1. Parking garages where operated without parking
attendants.

2. Structures and tenant spaces intended for quick
transactions, including takeout, pickup and drop-off,
having a public access area less than or equal to 300
square feet (28 m?).

[P] 2902.3.1 Access. The route to the public toilet facili-
ties required by Section 2902.3 shall not pass through
kitchens, storage rooms or closets. Access to the required
facilities shall be from within the building or {from the
exterior of the building. Routes shall comply with the
accessibility requirements of this code. The public shall
have access to the required toilet facilities at all times that
the building is occupied.

[P] 2902.3.2 Prohibited toilet room location. Toilet
rooms shall not open directly into a room used for the
preparation of food for service to the public.
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[P] 2902.3.3 Location of toilet facilities in occupancies
other than malls. In occupancies other than covered and
open mall buildings, the required public and employee toi-
let facilities shall be located not more than one story above
or below the space required to be provided with toilet
facilities, and the path of travel to such facilities shall not
exceed a distance of 500 feet (152 m).

Exception: The location and maximum distances of
travel to required employee facilities in factory and
industrial occupancies are permitted to exceed that
required by this section, provided that the location and
maximum distance of travel are approved.

[P] 2902.3.4 Location of toilet facilities in malls. In cov-
ered and open mall buildings, the required public and
employee toilet facilities shall be located not more than
one story above or below the space required to be provided
with toilet facilities, and the path of travel to such facilities
shall not exceed a distance of 300 feet (91 mm). In mall
buildings, the required facilities shall be based on total
square footage (m®) within a covered mall building or
within the perimeter line of an open mall building, and
facilities shall be installed in each individual store or in a
central toilet area located in accordance with this section.
The maximum distance of travel to central toilet facilities
in mall buildings shall be measured from the main
entrance of any store or tenant space. In mall buildings,
where employees’ toilet facilities are not provided in the
individual store, the maximum distance of travel shall be
measured from the employees’ work area of the store or
tenant space.

[P] 2902.3.5 Pay facilities. Where pay facilities are
installed, such facilities shall be in excess of the required
minimum facilities. Required facilities shall be free of
charge.

[P] 2902.3.6 Door locking. Where a toilet room is provided
for the use of multiple occupants, the egress door for the
room shall not be lockable from the inside of the room. This
section does not apply to family or assisted-use toilet rooms.

[P] 2902.4 Signage. Required public facilities shall be pro-
vided with signs that designate the sex as required by Section
2902.2. Signs shall be readily visible and located near the
entrance to each toilet facility. Signs for accessible toilet
facilities shall comply with Section 1111.

[P] 2902.4.1 Directional signage. Directional signage
indicating the route to the required public toilet facilities
shall be posted in a lobby, corridor, aisle or similar space,
such that the sign can be readily seen from the main
entrance to the building or tenant space.

[P] 2902.5 Drinking fountain location. Drinking fountains
shall not be required to be located in individual tenant spaces
provided that public drinking fountains are located within a
distance of travel of 500 feet (152 m) of the most remote
location in the tenant space and not more than one story
above or below the tenant space. Where the tenant space is in
a covered or open mall, such distance shall not exceed 300
feet (91 440 mm). Drinking fountains shall be located on an
accessible route.

[P] 2902.6 Small occupancies. Drinking fountains shall not
be required for an occupant load of 15 or fewer.
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